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SE110H3-ISF 110" 16:9 ChromaWhite 1.25 100.4 95.9 58.4 53.9 2.2 1.5 58.1 66.5 15.0 8.9 19.4 30.6

SE120H3-ISF 120" 16:9 ChromaWhite 1.25 109.1 104.6 63.3 58.8 2.2 1.5 63.0 66.5 15.0 8.9 24.4 34.8

SE135H3-ISF 135" 16:9 ChromaWhite 1.25 122.1 117.6 70.7 66.2 2.2 1.5 70.3 81.9 15.0 8.9 28.4 36.7

SE150H3-ISF 150" 16:9 ChromaWhite 1.25 135.2 130.7 78.0 73.5 2.2 1.5 77.6 81.9 15.0 8.9 30.1 37.6

SE165H3-ISF 165" 16:9 ChromaWhite 1.25 148.3 143.8 85.4 80.9 2.2 1.5 85.0 89.8 15.0 8.9 33.0 46.6

SE180H3-ISF 180" 16:9 ChromaWhite 1.25 161.3 156.9 92.7 88.2 2.2 1.5 92.3 89.8 15.0 8.9 37.0 54.2

Kgs Kgs

SE110H3-ISF 110" 16:9 ChromaWhite 1.25 2549 2435 1484 1370 57 37 1475 1690 380 225 8.8 13.9

SE120H3-ISF 120" 16:9 ChromaWhite 1.25 2770 2656 1608 1494 57 37 1599 1690 380 225 11.1 15.8

SE135H3-ISF 135" 16:9 ChromaWhite 1.25 3102 2988 1795 1681 57 37 1786 2080 380 225 12.9 16.7

SE150H3-ISF 150" 16:9 ChromaWhite 1.25 3434 3320 1981 1867 57 37 1972 2080 380 225 13.7 17.1

SE165H3-ISF 165" 16:9 ChromaWhite 1.25 3766 3652 2168 2054 57 37 2158 2280 380 225 15.0 21.2

SE180H3-ISF 180" 16:9 ChromaWhite 1.25 4098 3984 2355 2241 57 37 2345 2280 380 225 16.8 24.6

Note: Data Error be ±1"

Packaging Dims

(LxWxH)

Prime Vision ISF Dimensions Table - M Type

Unit: inch

Unit: mm

The listed measurements are for general reference only. Please contact EPV Screens to verify product design and dimensions before attempting to integrate its 

products with any structural or furniture modification. Although a manufacturer may offer product advice, it may be taken or disregarded at the integrator’s 

discretion. EPV Screens will not be held responsible or be otherwise liable for faulty installations.
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